
Diffusion
Production Line

i-Gene USA

Simplify 
the processing 

of food products 

Can be produced 
in various lengths  

Designed with 
trouble-free 

cleaning

Controlled via 
a PLC and 

touch screen 
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Belt Width 11.42 inches Length 118.11 to 236.22 inches

Working Height 33.47-37.41inches adjustable Working Height 35.44 inches+/-1.97 inches

Supply 220V AC Current 10 A

Frequency 50-60 Hz Single Phase

DIMENSIONS

OUTPUTELECTRICAL

Protection rating IP65
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• Complete service contract 
available, typically 6 months 
full service, maintained by 
our experienced Service 
Technicians

• Emergency Call out Facility 
available

• Purchase spares from our 
Customer Service Team with 
ease. Most are shipped same 
day

• Training packages available 
to suit  your business, carried 
out at both PDI stage and in 
situ

• 6 Month Warranty

Diffusion
Production Line
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• Double conveyor belt assembly, butter 
box and hopper

• Heated hopper may also be supplied

• Variable speeds

• Integrated depositor control 

• Inegrated butterer control 

• Facility to set order quantities 

• Control of production rates 

• In-built electrical distribution 

• Noise level below 79dB (A) LEAV 
criterion

•Cantilever designs for quick and easy 
belt removal

•Quick release belt tension and tracking 
memory

•Touch screen control

•Indexing and continuous modes

• Food quality blue belt 

• Indexing with variable advance and rest 
times

KEY FEATURES

The Diffusion Line conveyors represent the ideal small scale production 
line system for food producers.  The line is fully featured and comes with 
a full range of accessories. 

Product trays can be mounted along both sides of the line on the inbuilt rail 
system. The line features touch screen control, integration for buttering and 
depositors. Production rates can be controlled via the inbuilt indexing 


