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The CET Conveyor is a versatile component that is designed to work with 
the SPCU Assembly Conveyors in the food production industry. Its primary 
function is to efficiently transport cut sandwiches away from the conveyor, 
thereby contributing to a streamlined and organised production process. It 
can function as a standalone, self-sufficient machine, or it can be seamlessly 
integrated into a complete production system. 

CET Conveyor Exit Tight Transfer

Complete service contract 
available, typically 6 months full 
service, maintained by our 
experienced Service Technicians.

Emergency Call out Facility 
available

Purchase spares from our 
Customer Service Team with 
ease. Most are shipped  same 
day.

Training packages available to 
suit your business, carried out at 
both PDI stage and in situ,.

6 Month Warranty
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• Compatibility with SPCU Assembly Conveyors

• CET operates in synchronisation with the SPCU control panel.

• Depending on the specific needs of the production line, the conveyor can likely be customised to meet 
unique requirements.

• The conveyor can function independently as a standalone machine
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Overall Width 480 mm Overall Length 2000-4000 mm

Belt Width 200 mm Belt Height 900 mm

Supply 220 V AC Current 16 A

Frequency 50 Hz Single Phase

Frame, Control cubical Stainless Steel 304 Acetal

Belts PU

DIMENSIONS

IP RATING

Electrical enclosure IP 65

ELECTRICAL

MATERIALS

Idler Rollers

Voltage 24 Volts

Bearings Polymer

KEY FEATURES


