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Overall Width 650 mm Overall Length 1800 mm

Belt Height 900 mm Overall Height 1200 mm

Supply 220V AC Power Required 16 amps

Frequency 50 Hz Single Phase

Frame Stainless Steel 304 PU

DIMENSIONS

IP RATING

Electrical enclosures IP65

ELECTRICAL

MATERIALS

KEY FEATURES

Current

Ensuring the
Perfect Feed       

igene USA’s Collator is a versatile, automated conveyor system designed to feed products 
into the production process precisely. This free-standing assembly features two feed lanes 
that can operate independently or together, giving you control over production timing and 
quantity. The Collator minimizes operator intervention thanks to its automatic controls.
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• Complete service contract 
available, typically 6 months 
full service, maintained by 
our experienced Service 
Technicians

• Emergency Call out Facility 
available

• Purchase spares from our 
Customer Service Team with 
ease. Most are shipped same 
day

• Training packages available 
to suit  your business, carried 
out at both PDI stage and in 
situ

• 6 Month Warranty • Easily dismantled - no special tools required

• Input production order quantities and rates 
through the user-friendly touch screen 
interface

• Customizable product spacing

• Option to include an integral butterer unit

•See CBM Collator Butterer

• Constantly updated real-time data display

• Allows total control over line speed

• Stand-alone or synchronized/ integrated

•Input conveyors that buffer products, 
eliminating wasteful gaps on the production 
line. 

Voltage 24 volts

Idler Rollers Acetal

Speed 60 slices/min per lane

Max. Height 40 mm Max. Width 130 mm

PRODUCTS

Overall Weight 60 kg

Belts

Motor Drum Housings Anodized Aluminium


