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PNEUMATICS

SPEED

Width 723mm Depth 912mm

Height 1046mm Weight 144kg

220V AC Power Required 16 amps

Frequency 50 Hz 

Butter Tank Stainless Steel 316 Stainless Steel 304

DIMENSIONS

ELECTRICAL

MATERIALS

KEY FEATURES

• 

Control Voltage 24 volts

Frame Stainless Steel 304 Acetal (Blue)

Control Cubical

Pump Gears

IP Rating

Electrical Enclosures

Supply

IP 65
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• Complete service contract 
available, typically 6 months 
full service, maintained by 
our experienced Service 
Technicians

• Emergency Call out Facility 
available

• Purchase spares from our 
Customer Service Team with 
ease. Most are shipped same 
day

• Training packages available 
to suit  your business, carried 
out at both PDI stage and in 
situ

• 6 Month Warranty

Heated Butter Pump Dual (HBPD)
The HBPD dual unit specializes   in preparing and dispensing butter and butter blends as 
needed for various applications, particularly for butter applicators like the Top and Bottom 
Butterer (TBB). Its system ensures the precise delivery of the conditioned butter or butter 
blend based on specific requirements, especially when used alongside Millitec Collator Butter-
er Dual (CBMD).

Utilizes a rotating paddle with a scraper in the butter tank for even conditioning

• Equipped with a gear pump for controlled delivery of conditioned butter

• Operates in Line Control Mode for consistent butter supply to the applicator

• Supports Stand Alone Mode triggered by a photocell on the butter applicator to fill the hopper

• Allows manual triggering in Manual operation for flexible use and control

• Temperature adjustable via HMI 


