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The Ultrasonic Quartering Cutter uses two titanium cutting blades to vibrate 

at 20kHz and cut sandwiches into quarters. This process causes minimal 

distortion to the sandwiches. The machine has two automatic sandwich align-

ers that align the sandwiches for both diagonal cutting and quartering. The 

sandwich cut height is displayed on the machine touch screen and can be 

easily adjusted.The speed of the machine is only limited by the speed of the 

aligners, which can operate at up to 40 operations per minute. However, the 

maximum operating speed of the finger will decrease as the product height 

increases.

Precise and Speedy Cutting

• Complete service contract  
 available, typically 6 months 
 full service, maintained by our  
 experienced Service Technicians

• Emergency Call out Facility  
 available

• Purchase spares from our   
 Customer Serice Team with ease.  
 Most are shipped same day

• Training packages available to suit  
 your business, carried out at both  
 PDI stage and in situ,.

• 6 Month Warranty
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Width 650 mm Overall Length 2100 mm

Belt Height 900 mm Overall Height 1200 mm

Supply 220 V AC Current 16 A

Frequency 50 Hz Single Phase

Frame, Control cubical Stainless Steel 304 Acetal

Belts PU

DIMENSIONS

IP RATING

Electrical enclosure IP 65

THE CUTTER MUST BE SUPPLIED WITH CLEAN DRY AIR

ELECTRICAL

MATERIALS

IMPORTANT

Idler Rollers

Voltage 240 Volts

Bearings Stainless Steel sealed type

Max. Width 130 mm Min. Height 40 mm

PRODUCT


